
IP / Professional NVRs

SF-NVR3104-W
WiFi Network Video Recorder for IP Cameras

WiFi 3 Series

Designed specifically for installations where wired connections are difficult to make or where maximum
simplicity of installation is required. The WiFi connection allows for a stable wireless connection, working in
conjunction with Safire WiFi series IP cameras.

4Channels IP video•

WiFi module to add cameras•

Decoding capacity 4MP•

Compression technology H.265+/H.265•

Total bandwidth 50 Mbps•

Full HD HDMI and VGA Output•

Space for 1 HDD•

   



Technical Specification

IP Video Input 4-ch

HDMI Output 1-ch, resolution: 1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz

VGA Output HDMI,VGA

Incoming Bandwidth 50/40 Mbps

Audio Output 1-ch, RCA (linear, 1 KΩ)

Decoding Format H.265+,H.265,H.264+,H.264

Decoding Capability 4-ch@1080p

Synchronous playback 4-ch

Recording Resolution 4 M/3 M/1080p/1.3 M/720p

Network Interface 1, RJ45 10/100M Ethernet interface

Interface N/A

Frequency Band 2.4 GHz

Antenna Structure 2 × 2MIMO

Transmission Speed 144 Mbps

Transmission Standard IEEE 802.11b/g/n

RAID Type No

SATA 1

Capacity Up to 6 TB capacity for each disk

USB Interface Rear panel: 2 × USB 2.0

Power Supply 12 VDC

Consumption ≤ 12 W

Working Temperature -10 °C to +55 °C (14 °F to 131 °F)

Working Humidity 10% to 90%

Dimension (W × D × H) 260 × 246 × 48 mm (10.2" × 9.7" × 1.9") | ≤ 1 kg (2.2 lb)


